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1
CURVED TOUCH SCREEN PANEL AND
METHOD OF MANUFACTURING THE SAME

BACKGROUND

1. Field

Embodiments relate to a touch screen panel and a method
of manufacturing the same.

2. Description of the Related Art

A touch screen panel is an input device capable of selecting
content displayed on the screen of an image display device by
a human hand or an object to input the command of a user.

The touch screen panel may be provided on a front face of
the image display device to convert a contact position of the
human hand or the object into an electrical signal. Thus, an
instruction contact selected in the contact position may be
received as an input signal.

Since the touch screen panel may replace an additional
input device coupled to the image display device, e.g., a
keyboard and a mouse, the use range is gradually increasing.

In particular, recently, research on forming the touch
screen panel not only on a flat plane but also on a curved
surface having a predetermined curvature has been per-
formed.

Typically, in order to realize a curved touch screen panel,
sensing cells may be formed on a transparent substrate made
of, e.g., flexible polyethylene terephthalate (PET).

SUMMARY

Embodiments are directed to a touch screen panel and a
method of manufacturing the same, which represents
advances over the related art.

It is a feature of an embodiment to provide a touch screen
panel obtained by asymmetrically performing a chemical
enhancing process on the surface of a glass substrate to realize
a curved glass substrate having a predetermined curvature
and by forming sensing cells on one surface of the curved
glass substrate.

At least one of the above and other features and advantages
may be realized by providing a touch screen panel including
a curved substrate; sensing patterns on at least one surface of
the curved substrate; and an insulating layer covering the
sensing patterns.

The curved substrate may be a curved glass substrate.

The touch screen panel may further include a chemical
enhancing layer on at least one of a first surface and a second
surface of the curved glass substrate.

The chemical enhancing layer may be a first chemical
enhancing layer on the first surface of the curved glass sub-
strate, the touch screen panel may further include a second
chemical enhancing layer on the second surface of the curved
glass substrate, and a thickness of the first chemical enhanc-
ing layer may be different from a thickness of the second
chemical enhancing layer.

The thickness of the first chemical enhancing layer may be
greater than the thickness of the second chemical enhancing
layer, and the curved glass substrate may be curved in a first
direction toward the first chemical enhancing layer.

The sensing patterns may be on the first surface of the
curved glass substrate.

The curved substrate may constitute a window for a display
device, and the first surface of the curved glass substrate may
face a display panel of the display device.

The first chemical enhancing layer may be on only one of
the first surface and the second surface of the curved glass
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substrate, and the sensing patterns may be on the surface
including the chemical enhancing layer.

The touch screen panel may further include an adhesive
layer on one surface of the insulating layer, and a ground
electrode layer facing the insulating layer.

The chemical enhancing layer may be realized by a Na
component existing on the surface of the curved glass sub-
strate being replaced by a K component.

At least one of the above and other features and advantages
may also be realized by providing a method of manufacturing
a touch screen panel, the method including providing a glass
substrate having a first surface and a second surface; perform-
ing a chemical enhancing process to form a chemical enhanc-
ing layer on at least one of the first surface and the second
surface of the glass substrate to form a chemical enhancing
layer such that the glass substrate is curved in a direction of
the atleast one surface on which the chemical enhancing layer
is formed or in a direction of a surface having a relatively
thicker chemical enhancing layer so that a curved glass sub-
strate is realized; forming sensing patterns on one of the first
and second surfaces of the curved glass substrate; and form-
ing an insulating layer to cover the sensing patterns.

The chemical enhancing process may be performed on
both the first surface and the second surface to form a first
chemical enhancing layer and a second chemical enhancing
layer, respectively, and thicknesses of first and second chemi-
cal enhancing layers may be different from each other.

Performing the chemical enhancing process may be carried
out such that the thickness of the first chemical enhancing
layer is larger than the thickness of the second chemical
enhancing layer, and the curved glass substrate is curved in
the direction of the first surface having the first chemical
enhancing layer thereon.

The method may further include sequentially forming an
adhesive layer and a ground electrode layer on one surface of
the insulating layer.

Performing the chemical enhancing process may include
exposing one surface of the glass substrate to a KNO, solu-
tion, and heating the glass substrate at a temperature of about
400° C. to about 450° C. for about 15 to about 18 hours.

BRIEF DESCRIPTION OF THE DRAWINGS

The above and other features and advantages will become
more apparent to those of ordinary skill in the art by describ-
ing in detail exemplary embodiments with reference to the
attached drawings, in which:

FIG. 1 illustrates a perspective view of a curved touch
screen panel according to an embodiment;

FIG. 2 illustrates a sectional view of a main part of the
touch screen panel of FIG. 1;

FIGS. 3A to 3C illustrate sectional views of stages in a
method of manufacturing a touch screen panel according to
an embodiment; and

FIG. 4 illustrates a view of the chemical enhancing process
of FIGS. 3A and 3B in detail.

DETAILED DESCRIPTION

Korean Patent Application No. 10-2010-0043507, filed on
May 10, 2010, in the Korean Intellectual Property Office, and
entitled: “Curved Touch Screen Panel and Fabricating
Method for the Same” is incorporated by reference herein in
its entirety.

Example embodiments will now be described more fully
hereinafter with reference to the accompanying drawings;
however, they may be embodied in different forms and should
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not be construed as limited to the embodiments set forth
herein. Rather, these embodiments are provided so that this
disclosure will be thorough and complete, and will fully
convey the scope of the invention to those skilled in the art.

In the drawing figures, the dimensions of layers and
regions may be exaggerated for clarity of illustration. It will
also be understood that when a layer or element is referred to
as being “on” another layer or substrate, it can be directly on
the other layer or substrate, or intervening layers may also be
present. Further, it will be understood that when a layer is
referred to as being “under” another layer, it can be directly
under, and one or more intervening layers may also be
present. In addition, it will also be understood that when a
layer is referred to as being “between” two layers, it can be the
only layer between the two layers, or one or more intervening
layers may also be present. Like reference numerals refer to
like elements throughout.

FIG. 1 illustrates a perspective view of a curved touch
screen panel according to an embodiment.

Referring to FIG. 1, the touch screen panel according to the
present embodiment may include a plurality of sensing pat-
terns 12 and 14 on a curved glass substrate 10, an optional first
insulating layer 13 between the sensing patterns, metal pat-
terns 15 for coupling the sensing patterns 12 and 14 to posi-
tion detecting lines (not illustrated), and a second insulating
layer 16 covering the sensing patterns 12 and 14. The curved
glass substrate 10 may be curved by performing a chemical
enhancing process on at least one surface thereof or by asym-
metrically performing a chemical enhancing process on both
surfaces thereof to have a predetermined curvature

As illustrated in FIG. 1, the sensing patterns 12 and 14, the
metal patterns 15, and the insulating layer 16 may be formed
on an internal surface of the curved glass substrate. However,
the embodiments are not limited to the above.

The sensing patterns 12 and 14 may be alternately arranged
and may include X sensing patterns 12 and Y sensing patterns
14 disposed such that the X coordinates are coupled to each
other in the same column and/or the Y coordinates are
coupled to each other in the same row.

For example, the X sensing patterns 12 may include a
plurality of X patterns in which the X coordinates are formed
so that the sensing patterns arranged in the same column are
coupled to each other in a first direction (a column direction).
The Y sensing patterns 14 may include a plurality of Y pat-
terns in which the Y coordinates are formed so that the sensing
patterns arranged in the same row are coupled to each other in
a second direction (a row direction).

The X and Y sensing patterns 12 and 14 may be formed in
different layers with the first insulating layer 13 (see FIG. 2)
interposed therebetween.

In this case, the X sensing patterns 12 may be patterned to
be coupled in the first direction and the Y sensing patterns 14
may be patterned to be coupled in the second direction. There-
fore, processes of forming additional contact holes and cou-
pling patterns may be omitted so that a number of masks may
be reduced and processes may be simplified.

However, the embodiments not limited to the above.

For example, the X and Y sensing patterns 12 and 14 may
be formed in the same layer. In this case, kind of sensing
patterns between the X andY sensing patterns 12 and 14 may
be coupled in the first or second direction in the patterning
process and the remaining sensing patterns may be coupled to
each other in the first or second direction in forming the
contact holes and the coupling patterns.

The metal patterns 15 may be arranged at an edge of the
substrate 10 where the X and Y sensing patterns 12 and 14 are
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4

formed to couple the X and Y sensing patterns 12 and 14 to
position detecting lines (not illustrated).

To be specific, the metal patterns 15 may electrically
couple the X and Y sensing patterns 12 and 14 in respective
columns or rows to the position detecting lines so that contact
position detecting signals may be supplied to a driving circuit.

The second insulating layer 16 may be formed of, e.g., a
transparent insulating material, and may cover the sensing
patterns 12 and 14.

When the touch screen panel, e.g., an electrostatic capacity
touch screen panel, contacts an object such as a human hand
or a touch stick, a change in electrostatic capacity in accor-
dance with a contact position may be transmitted from the
sensing patterns 12 and 14 to a driving circuit via the metal
patterns 15 and the position detecting lines. The change in the
electrostatic capacity may be converted into an electrical
signal by an X and Y input processing circuit (not illustrated)
so that the contact position may be determined.

The chemical enhancing process may be performed on at
least one surface of the glass substrate on which the sensing
patterns 12 and 14 are formed.

Thatis, according to the present embodiment, the chemical
enhancing process may be performed on one of the first
surface or the second surface of the glass substrate to realize
a curved glass substrate having a predetermined curvature so
that the surface on which the chemical enhancing process is
performed may become an internal circumference. In an
alternative implementation, the chemical enhancing process
may be asymmetrically performed on both the first and sec-
ond surfaces of the glass substrate to realize a glass substrate
having a predetermined curvature so that the surface on which
a relatively thick chemical enhancing layer is formed
becomes the internal circumference.

When the chemical enhancing layer is formed on both
surfaces of the glass substrate, since the chemical enhancing
process may be advantageous to secure additional strength, it
is preferable to asymmetrically perform the enhancing pro-
cess on both surfaces of the glass substrate.

The glass substrate on which the chemical enhancing pro-
cess is performed may perform the function of a window of a
display device. In this case, the sensing patterns 12 and 14
may be arranged in a direction of, i.e., toward, a display panel
(not illustrated).

When a thickness of the chemical enhancing layer of the
first surface of the curved glass substrate is greater than a
thickness of the chemical enhancing layer of the second sur-
face, the curved glass substrate may be curved in the direction
of'the first surface. That is, the second surface may become an
external circumference of the curved glass substrate.

According to the present embodiment, the sensing patterns
12 and 14, the metal patterns 15, and the second insulating
layer 16 may be formed on the internal circumference of the
curved glass substrate, i.e., on the first surface.

Thus, when the curved glass substrate functions as a win-
dow of the display device, the first surface of the curved glass
substrate may be provided in the direction of, i.e., may face,
the display panel and the contact surface on which touch is
performed may become the second surface ofthe curved glass
substrate.

Therefore, the second surface of the curved glass substrate
10 may be the contact surface that contacts an object and
performs as the window of the display device. In this case, an
additional window may not be provided; and the glass sub-
strate 10 of the touch screen panel and the window may be
integrated with each other. Therefore, it is possible to provide
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a thin touch screen panel and to improve manufacturing effi-
ciency by simplifying manufacturing processes and by reduc-
ing material cost.

In addition, the contact surface may be curved so that the
touch screen panel may be applied to various applications that
may be expressed as a curved surface.

In this case, since the display panel may be a curved display
having the same curvature as the glass substrate, the display
panel is preferably realized by a flexible display panel.

FIG. 2 illustrates a sectional view of a main part of the
touch screen panel according to an embodiment.

FIG. 2 illustrates an embodiment in which the glass sub-
strate that is asymmetrically chemical enhancing processed to
have a predetermined curvature is used as a window.

Referring to FIG. 2, the touch screen panel according to the
present embodiment may include the sensing patterns 12 and
14, the second insulating layer 16, a first adhesive layer 18, a
buffering film 19, and a ground electrode layer 20 sequen-
tially formed on one surface of the curved glass substrate 10
on whose at least one surface the chemical enhancing process
is performed or on whose both surfaces the chemical enhanc-
ing process is asymmetrically performed to have a predeter-
mined curvature.

As the curved glass substrate may function as a window,
the first surface of the curved glass substrate 10, i.e., the
surface on which the chemical enhancing process is per-
formed to a greater degree may be provided in the direction
of, i.e., may face, the display panel. The contact surface on
which touch is to be performed may become the second
surface of the curved glass substrate, i.e., the surface on which
the chemical enhancing process is performed to a lesser
degree. In particular, performing the chemical enhancing pro-
cess to a greater degree may include heating to a higher
temperature and/or performing the process for a longer period
of time than when performing the chemical enhancing pro-
cess to a lesser degree.

That is, in the present embodiment, a relatively thick first
chemical enhancing layer 11 may be formed on the first
surface of the glass substrate 10 and a relatively thin second
chemical enhancing layer 11' may be formed on the second
surface of the glass substrate 10.

Thus, the first surface on which the sensing patterns 12 and
14, the second insulating layer 16, the first adhesive layer 18,
and the ground electrode layer 20 are formed may be provided
in the direction of, i.e., may face, the display panel; and the
second surface may be provided in a direction where an object
1 makes a contact.

As described above, the sensing patterns 12 and 14 may be
alternately provided in different layers with the first insulat-
ing layer 13 made of a transparent material interposed ther-
ebetween. However, the embodiments are not limited to the
above. In an implementation, the sensing patterns 12 and 14
may be arranged in the same layer and/or may include the first
insulating layer 13 therebetween.

The sensing patterns 12 and 14 may be formed of a trans-
parent electrode material, e.g., ITO, so that light emitted from
the display panel provided under the touch screen panel may
pass through the touch screen panel. The sensing patterns 12
and 14 may be covered by the second insulating layer 16 made
of the transparent insulating material as described above.

The first adhesive layer 18 may be formed between the
second insulating layer 16 and the ground electrode layer 20
to attach the second insulating layer 16 and the ground elec-
trode layer 20 to each other. The first adhesive layer 18 may be
made of a transparent adhesive material having a high light
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transmittance. For example, the first adhesive layer 18 may be
formed of super view resin (SVR) or optically clear adhesive
(OCA).

The ground electrode layer 20 may be formed of the trans-
parent electrode material, e.g., [TO, and may face the second
insulating layer 16 with the first adhesive layer 18 interposed
therebetween. The ground electrode layer 20 may secure
stability between the touch screen panel and the display
panel. According to a method of designing the touch screen
panel, the ground electrode layer 20 may be used for forming
electrostatic capacity together with the sensing patterns 12
and 14.

That is, in the touch screen panel of an electrostatic capac-
ity type, in order to sense the contact position, electrostatic
capacity between the X andY sensing patterns 12 and 14 and
the ground electrode layer 20 may be used.

A buffering film 19 may be further formed between the first
adhesive layer 18 and the ground electrode layer 20. That is,
the buffering film 19 may be formed on a bottom surface (a
surface facing the display panel) of the first adhesive layer 18
to be attached to the touch screen panel, may be formed
between the first adhesive layer 18 and the ground electrode
layer 20, and may be made of a polymer material, e.g., poly-
ethylene terephthalate (PET), to prevent scattering or shatter-
ing and to improve durability of the touch screen panel. Fur-
thermore, the buffering film 19 may improve sensitivity ofthe
touch screen panel.

To be specific, when the buffering film 19 is provided, a
distance between the sensing patterns 12 and 14 and the
ground electrode layer 20 may increase so that electrostatic
capacity between the sensing patterns 12 and 14 and the
ground electrode layer 20 is reduced. Therefore, since the
touch screen panel may more sensitively react with respect to
the same degree of contact, a highly sensitive touch screen
panel may be realized.

In an implementation, the ground electrode layer 20 may
not be provided in the touch screen panel but may be provided
on a surface of the display panel coupled to the touch screen
panel.

In this case, since the display panel is to be the curved
display having the same curvature as the curved glass sub-
strate, the display panel is preferably realized by a flexible
display panel.

According to an embodiment, the chemical enhancing pro-
cess may be performed on at least one surface of the glass
substrate 10.

The chemical enhancing process may be performed on the
glass substrate 10 by exposing an external surface of the glass
substrate to a KNO, solution and by heating the glass sub-
strate at a temperature of about 400° C. to about 450° C. for
about 15 to about 18 hours. A Na component existing on the
surface of the glass substrate may thus be replaced by a K
component through such a process so that the strength of the
surface of the glass substrate may be improved.

That is, in the chemical enhancing layer 11 formed on the
surface of the glass substrate 10 on which the enhancing
process is performed, the Na component existing on the sur-
face may be replaced by the K component so that the strength
is improved.

In this case, the curved glass substrate having a predeter-
mined curvature may be realized in accordance with a differ-
ence in thicknesses of the chemical enhancing layers 11 and
11' formed on the external surface of the glass substrate.

To be specific, when the chemical enhancing layers 11 and
11' formed by exchanging ions as described above are formed
on both surfaces of the glass substrate so that the thicknesses
of'the chemical enhancing layers 11 and 11' are different from
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each other, i.e., when the thicknesses of the chemical enhanc-
ing layers on both surfaces are different from each other,
stress generated on the surface of the glass substrate and
cohesive force/condensing force between structures in the
glass substrate may be different.

Therefore, the glass substrate 10 may be curved in the
direction where stress is concentrated. The curvature may be
controlled by controlling the thicknesses of the chemical
enhancing layers 11 and 11'.

For example, when the thickness of the first chemical
enhancing layer 11 of the first surface of the glass substrate is
greater than the thickness of the second chemical enhancing
layer 11' of the second surface, the glass substrate 10 may be
curved in the direction of the first surface. That is, the second
surface may become the external circumference of the glass
substrate.

The curved glass substrate may be realized when the
chemical enhancing process is performed only on the second
surface of the glass substrate.

Processes of manufacturing the curved touch screen panel
according to the present embodiment will be described in
detail with reference to FIGS. 3 and 4.

FIGS. 3A to 3C illustrate sectional views of stages in a
method of manufacturing the touch screen panel according to
an embodiment. FIG. 4 illustrates a view of the chemical
enhancing process of FIGS. 3A and 3B in detail.

As illustrated in FIGS. 3A to 3C, the chemical enhancing
process may be asymmetrically performed on both surfaces
of the glass substrate and the curved glass substrate realized
thus is used to be integrated with a window.

In FIGS. 3A to 3C, for convenience sake, only one end area
of the touch screen panel is illustrated.

As illustrated in FIG. 3A, the chemical enhancing process
may be asymmetrically performed on the first and second
surfaces of the glass substrate 10 to form the first chemical
enhancing layer 11 and the second chemical enhancing layer
11" having different thicknesses.

The chemical enhancing process may be performed on the
glass substrate 10 by exposing the first surface and/or the
second surface of the glass substrate to the KNO; solution and
by heating the first surface and/or the second surface at the
temperature of about 400° C. to about 450° C. for about 15 to
about 18 hours. The Na component existing on the surface of
the glass substrate 10 may be replaced by the K component
through such a process so that the strength of the surface of the
glass substrate may be improved as illustrated in FIG. 4.

That is, in the first and second chemical enhancing layers
11 and 11' on the surface of the glass substrate 10 on which the
enhancing process is performed, the Na component existing
on the surface may be replaced by the K component.

In this case, the curved glass substrate having a predeter-
mined curvature may be realized in accordance with a differ-
ence in thicknesses of the first and second chemical enhanc-
ing layers 11 and 11' on the external surface of the glass
substrate 10 as illustrated in FIG. 3B.

To be specific, when the first and second chemical enhanc-
ing layers 11 and 11' formed by exchanging ions as described
above are formed on both surfaces of the glass substrate so
that the thicknesses of the chemical enhancing layers 11 and
11" are different from each other, that is, when the thicknesses
of the chemical enhancing layers on both surfaces are difter-
ent from each other, stress generated on the surface of the
glass substrate and cohesive force/condensing force between
structures in the glass substrate may be different.
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Therefore, the glass substrate may be curved in the direc-
tion where stress is concentrated. The curvature may be con-
trolled by controlling the thicknesses of the chemical enhanc-
ing layers.

For example, when the thickness of the first chemical
enhancing layer 11 of the first surface of the glass substrate is
greater than the thickness of the second chemical enhancing
layer 11' of the second surface, the glass substrate 10 may be
curved in the direction of the first surface. That is, the second
surface may become the external circumference of the glass
substrate.

When the chemical enhancing processed curved glass sub-
strate is realized, the sensing patterns of the touch screen
panel may be formed on one surface of the curved glass
substrate.

According to an embodiment, the sensing patterns may be
formed on the internal circumference, i.e., the first surface of
the curved glass substrate.

That is, as illustrated in FIG. 3C, the X sensing patterns 12,
the first insulating layer 13, the Y sensing patterns 14, the
second insulating layer 16, the first adhesive layer 18, the
buffering film 19, and the ground electrode layer 20 may be
sequentially formed on the internal circumference of the
curved glass substrate.

To be specific, after a layer is formed of the transparent
electrode material, e.g., ITO, the layer may be patterned to
form the X sensing patterns 12. The coupling parts of the X
sensing patterns 12 are not illustrated. However, the X sens-
ing patterns 12 may be patterned to be coupled in the first
direction (e.g., the column direction) in cell unit areas.

Then, a first insulating material may be printed on the X
sensing patterns 12 using a printing method in which rela-
tively easy processes may be performed, and annealing may
be performed to form the first insulating layer 13. Forming the
first insulating layer 13 by the printing method is an example
embodiment and is not limited to the above. For example, the
first insulating layer 13 may be formed by chemical vapor
deposition (CVD) or sputtering.

Then, a layer may be formed on the first insulating layer 13
of the transparent electrode material, e.g., ITO, and may be
patterned to form the Y sensing patterns 14. The Y sensing
patterns 14 may be arranged not to overlap the X sensing
patterns 12 (The coupling parts of the Y sensing patterns 14
may be excluded). Then, although not shown, the Y sensing
patterns 14 may be patterned to be coupled in the second
direction (e.g., the row direction). In an implementation, after
forming the Y sensing patterns 14, the metal patterns 15
illustrated in FIG. 1 and position detecting lines (not shown)
may be further formed of a low resistance material having
lower surface resistance than the transparent electrode mate-
rial, e.g., a triple layer of Mo/Al/Mo or a Cr layer.

Then, a second insulating material may be printed on the Y
sensing patterns 14 and the metal patterns 15 using the print-
ing method to form the second insulating layer 16. However,
the method of forming the second insulating layer 16 is not
limited to the printing method and the second insulating layer
16 may be formed using, e.g., CVD or sputtering.

Then, the first adhesive layer 18, the buffering film 19, and
the ground electrode layer 20 may be sequentially formed on
the second insulating layer 16.

At this time, the first adhesive layer 18 may be formed of a
transparent adhesive material having high light transmit-
tance, e.g., super view resin (SVR) or optically clear adhesive
(OCA).

The ground electrode layer 20 formed of the transparent
electrode material, e.g., ITO, may be used for securing sta-
bility between the touch screen panel and the display panel
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and may be used for forming electrostatic capacity with the
sensing patterns 12 and 14 in the method of designing the
touch screen panel. That is, in the touch screen panel of an
electrostatic capacity type, electrostatic capacity between the
X andY sensing patterns 12 and 14 and the ground electrode
layer 20 may be used in order to sense the contact position.

The buffering film 19 may be formed of the polymer mate-
rial, e.g., PET, between the first adhesive layer 18 and the
ground electrode layer 20 to prevent scattering or shattering,
to improve the durability of the touch screen panel, and to
improve the sensitivity of the touch screen panel.

When forming a curved display device according to an
embodiment, sufficient strength of the touch screen panel
may be achieved so that reliability is maintained while also
realizing the curved touch screen panel.

According to an embodiment, the chemical enhancing pro-
cess may be asymmetrically performed on the surface of the
glass substrate to realize the curved glass substrate having a
predetermined curvature and the sensing cells may be formed
on one surface of the curved glass substrate. Therefore, the
curved touch screen panel whose reliability is secured may be
realized.

Exemplary embodiments have been disclosed herein, and
although specific terms are employed, they are used and are to
be interpreted in a generic and descriptive sense only and not
for purpose of limitation. Accordingly, it will be understood
by those of ordinary skill in the art that various changes in
form and details may be made without departing from the
spirit and scope of the present invention as set forth in the
following claims.

What is claimed is:

1. A touch screen panel, comprising:

a curved glass substrate;

sensing patterns on at least one of a bottom surface and a

top surface of the curved glass substrate;

an insulating layer covering the sensing patterns;

a first chemical enhancing layer on the bottom surface of

the curved glass substrate; and

asecond chemical enhancing layer on the top surface of the

curved glass substrate, wherein:

athickness ofthe first chemical enhancing layer is different

from a thickness of the second chemical enhancing
layer, and

the first and second chemical enhancing layers are curved

along with the curved glass substrate and face each
other.

2. The touch screen panel as claimed in claim 1, wherein:

the thickness of the first chemical enhancing layer is

greater than the thickness of the second chemical
enhancing layer, and

the curved glass substrate is curved in a first direction

toward the first chemical enhancing layer.

3. The touch screen panel as claimed in claim 2, wherein
the sensing patterns are on the bottom surface of the curved
glass substrate.

4. The touch screen panel as claimed in claim 3, wherein:

the curved glass substrate constitutes a window for a dis-

play device, and
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the bottom surface of the curved glass substrate faces a

display panel of the display device.

5. The touch screen panel as claimed in claim 1, wherein
the first and second chemical enhancing layers are realized by
aNa component existing on the bottom and top surfaces of the
curved glass substrate being replaced by a K component.

6. The touch screen panel as claimed in claim 1, further
comprising:

an adhesive layer on one surface of the insulating layer, and

a ground electrode layer facing the insulating layer.

7. A method of manufacturing a touch screen panel, the
method comprising:

providing a glass substrate having a first bottom surface

and a top surface;

performing a chemical enhancing process to form a first

chemical enhancing layer on the bottom surface of the
glass substrate and a second chemical enhancing layer
on the top surface of the glass substrate such that the
glass substrate is curved in a direction of the at least one
of the first chemical enhancing layer and the second
chemical enhancing layer to form a curved glass sub-
strate;

forming sensing patterns on one of the bottom and top

surfaces of the curved glass substrate; and

forming an insulating layer to cover the sensing patterns,

wherein:

thicknesses of the first and second chemical enhancing

layers are different from each other, and

the first and second chemical enhancing layers are curved

along with the curved glass substrate and face each
other.

8. The method as claimed in claim 7, wherein performing
the chemical enhancing process is carried out such that:

the thickness of the first chemical enhancing layer is larger

than the thickness of the second chemical enhancing
layer, and

the curved glass substrate is curved in the direction of the

bottom surface having the first chemical enhancing layer
thereon.

9. The method as claimed in claim 7, further comprising
sequentially forming an adhesive layer and a ground elec-
trode layer on one surface of the insulating layer.

10. The method as claimed in claim 7, wherein performing
the chemical enhancing process includes:

exposing one surface of the glass substrate to a KNO,

solution, and

heating the glass substrate at a temperature of about 400°

C. to about 450° C. for about 15 to about 18 hours.

11. The touch screen panel as claimed in claim 1, wherein
the curved glass substrate has a predetermined curvature,
which is caused by force generated by thickness difference
between the first and second chemical enhancing layers.

12. The touch screen panel as claimed in claim 1, wherein
the curved glass substrate is a thin plate, which is curved in a
vertical direction of the thin plate.

13. The touch screen panel as claimed in claim 1, wherein
the second chemical enhancing layer is to be contacted by an
object for sensing.



